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(1)  En los equipos con PC embebido [OPT = PC] se deben sumar 50W a los valores indicados 
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Conector  Descripción Tipo Contactos  Rango  

1 Array Pulso-Eco Hypertronix 160 pines 160 - 

2 Entrada Encoder A LEMO Hembra 6 0 - 5V 

3 Entrada Encoder B LEMO Hembra 6 0 - 5V 
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Conector  Descripción Tipo Contactos  Rango  

1 .. 24 Canales Convencionales BNC Hembra 2 - 

25 Array Pulso-Eco Hypertronix 160 pines 160 - 

26 Entrada Encoder A LEMO Hembra 6 0 - 5V 

27 Entrada Encoder B LEMO Hembra 6 0 - 5V 
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Conector  Descripción Tipo Contactos  Rango 

1 Alimentación C13 Socket 3 110-220 VAC 

2 Salida de Sincronismo BNC 2 0 - 3.3V 

3 Entrada de Trigger Externo BNC 2 0 - 5V 

4 Entrada/Salida Auxiliar 1 BNC 2 
0 - 3.3V (OUT) 

0 - 5V (IN) 

5 Entrada/Salida Auxiliar 2 BNC 2 
0 - 3.3V (OUT) 

0 - 5V (IN) 

6 USB B Type Hembra 5 0 - 5V 

7 Entrada Encoder D LEMO Hembra 6 0 - 5V 

8 Entrada Encoder C LEMO Hembra 6 0 - 5V 

 

 

 

 

 

 

SYNC  
(OUT) 

EXT TRIG 
(IN) 

100 – 220 VAC   47 – 63 Hz 
350 W MAX  – 1.5 A FUSED   ���� ����

MADE IN SPAIN 

 

USB 

AUX 1 
(IN/OUT) 

AUX 2 
(IN/OUT) 

ENCODER 

C D 

TO AVOID  ELECTRIC SHOCK THE  POWER  CORD  PROTECTIVE 
GROUNDING CONDUCTOR MUST BE CONNECTED TO GROUND.  
NO OPERATOR  SERVICEABLE COMPONENTS INSIDE. 
DO NOT REMOVE COVERS, REFER SERVICING TO DASEL 
QUALIFIED PERSONNEL ONLY.  

WARNING ���� ����

� � � � � �
� �

� �
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SITAU 32:128:2 
Phased Array Probe 
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Conector  Descripción Tipo Contactos  Rango  

1 Array Recepción (1) Hypertronix 160 pines 160 - 

2 Array Pulso-Eco  Hypertronix 160 pines 160 - 

3 Entrada Encoder A LEMO Hembra 6 0 - 5V 

4 Entrada Encoder B LEMO Hembra 6 0 - 5V 
     (1) �%�%�	:&�#%���%��
�� �����  
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Conector  Descripción Tipo Contactos  Rango 

1 Alimentación C13 Socket 3 110-220 VAC 

2 Salida de Sincronismo BNC 2 0 - 3.3V 

3 Entrada de Trigger Externo BNC 2 0 - 5V 

4 Entrada/Salida Auxiliar 1 BNC 2 
0 - 3.3V (OUT) 

0 - 5V (IN) 

5 Entrada/Salida Auxiliar 2 BNC 2 
0 - 3.3V (OUT) 

0 - 5V (IN) 

6 USB B Type Hembra 5 0 - 5V 

7 Entrada Encoder D LEMO Hembra 6 0 - 5V 

8 Entrada Encoder C LEMO Hembra 6 0 - 5V 

 

SYNC  
(OUT) 

EXT TRIG 
(IN) 

 
USB 

AUX 1 
(IN/OUT) 

AUX 2 
(IN/OUT) 

ENCODER 

C D 

  

100 – 220 VAC   47 – 63 Hz 
350 W MAX  – 1.5 A FUSED   ���� ����

TO AVOID  ELECTRIC SHOCK THE  POWER  CORD  
PROTECTIVE GROUNDING CONDUCTOR MUST BE CONNECTED 
TO GROUND.  
NO OPERATOR  SERVICEABLE COMPONENTS INSIDE. 
DO NOT REMOVE COVERS, REFER SERVICING TO DASEL 
QUALIFIED PERSONNEL ONLY.  

WARNING ���� ����

MADE IN 
SPAIN 

� �
� � � � � �
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Conector  Descripción Tipo Contactos  Rango 

1 Array 1 Pulso-Eco Hypertronix 160 pines 160 - 

2 Array 2 Pulso-Eco (1) Hypertronix 160 pines 160 - 

3 Array 3 Pulso-Eco (1) Hypertronix 160 pines 160 - 

4 Array 4 Pulso-Eco (1) Hypertronix 160 pines 160 - 

5 Entrada Encoder A LEMO Hembra 6 0 - 5V 

6 Entrada Encoder B LEMO Hembra 6 0 - 5V 

7 PS2 (Keyboard + Mouse) (2) Mini-DIN Hembra 6 0 - 5V 

8 VGA (2) HD-15 Hembra 15 0 - 5V 

9 Ethernet (2) RJ-45 Hembra 8 0 - 12V 

10 USB (2) A Type Hembra 5 0 - 5V 
(1) Solo equipos con CHC = 334  
(2) Solo equipos con OPT = PC  
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Conector  Descripción  Tipo Contactos  Rango 

1 Alimentación C13 Socket 3 110-220 VAC 

�

 

 

TO AVOID  ELECTRIC SHOCK THE  POWER  CORD  
PROTECTIVE GROUNDING CONDUCTOR MUST BE 
CONNECTED TO GROUND.  
NO OPERATOR  SERVICEABLE COMPONENTS INSIDE. 
DO NOT REMOVE COVERS, REFER SERVICING TO DASEL 
QUALIFIED PERSONNEL ONLY.  

WARNING ���� ����

MADE IN 
SPAIN 

100 – 220 VAC   47 – 63 Hz 
350 W MAX  – 3 A FUSED   ���� ����
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Conector  Descripción Tipo Contactos  Rango  

1 Array Pulso-Eco Hypertronix 160 pines 160 - 

2 Entrada Encoder A LEMO Hembra 6 0 - 5V 

3 Entrada Encoder B LEMO Hembra 6 0 - 5V 

4 Entrada Encoder C LEMO Hembra 6 0 - 5V 

5 Entrada Encoder D LEMO Hembra 6 0 - 5V 

6 Compartimiento de Baterías  - - - 

7 DC input Jack 1 18 V 

8 USB B Type Hembra 5 0 - 5V 
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